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| TRANSFORMATEUR - TRANSFORMATOR - TRANSFORMER

Transformateur a incorporer
Inbouw transformator

Built in transformer 230V +240V-12V

ETV200PFS 100 = 200 W 144 X 60 X 43 Ta 40 °C
¢

Transformateur fiche électronique
Electronische stekker trafo
Plug-in type electronic tranformer

230V +240V-12V

600/N 20 + 50 W

78 X 35 X 45 Ta 35 °C

Transformateur classe Il

Inbouw transformator klas Il
= Transformer class Il

230V +240V-12V

i y HOLE105/A 35+ 105 W @.70 X 23 Ta 40 °C
\v/ HOLE70VA 20+ 70 W @.53X22 Ta 40 °C

Transformateur classe Il
£ A Inbouw transformator klas Il
Transformer class Il

376,

230V +240V-12V

L BRAVO110 35+ 110 W @.88 X 31 Ta 40 °C
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ALIMENTATION LED - LED TRANSFORMATOR - LED POWER SUPPLY
Tension stabilisée 12-24 V Dc
ﬂc}' Constante spanning 12 - 24 V Dc
S50y Steady voltage 12 - 24 V Dc
L
\ /',\ Vin V out W max. (mm)
&£
N 4
\ 3 ZLA/401243 220+240V AC 24V Dc 6 49 x 41 x 21
ZLA/401244 220+240V AC 12 V Dc 6 49 x 41 x 21
(TP Tension stabilisée 12 - 24 V Dc
Y PP Constante spanning 12 - 24 V Dc
/}":I,;;‘{/ L Steady voltage 12 - 24 V Dc
» !%’ ’ .
\ /‘J/'.Q@& Vin V out W max. (mm)
@ Q<>>° ZLA/039121 220+ 240V AC 24V Dc 8 62 x 35 x 21
% ZLA/039122 220+ 240V AC 12 V Dc 8 62 x 35 x 21
Tension stabilisée 24 V Dc
- Constante spanning 24 V Dc
Steady voltage 24 V Dc
A Vin V Dc W max. (mm)
MINILED/15/24DC 240VAC 24V Dc 15 34 x 115 x 19
S Tension stabilisée 12 - 24 V Dc
Constante spanning 12-24V Dc
Steady voltage 12 - 24 V Dc
Vin V out W max. (mm)
ZLA/401363 220+240V AC 24V Dc 30 153 x 42 x 32
ZLA/401362 220+240V AC 12 V Dc 30 153 x 42 x 32
Tension stabilisée SANS CABLE
Constante spanning ZONDER KABEL
Steady voltage WITHOUT CABLE
Vin (mm)
SPINA LED 220+240V AC 106 X 49 X 40
Golrre':te mA 200 | 250 250 300 350 | 400 | 450 | 500 | 550 | 600 | 650 | 700 | 750 | 800 | 850 | 900 | 950
ou
Potenza | vy max 8 10 10 12 15| 15|15 15| 15| 15| 15| 15| 15| 15| 15| 15 [ 15
Power
NeLed |min-max®| 1z12 | 1212 1212 1212 | 1212|1211 128 | 128 | 128 | 127 | 127 | 126 | 126 | 1:5| 1:5| 123 | 1:4
Tensione “Led con Vi tipica 3,2V
Voltage Vde LA R e “Typical Vf 3,2V
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LED| ALIMENTATION LED - LED TRANSFORMATOR - LED POWER SUPPLY

LED

Tension stabilisée 24 V Dc
Constante spanning 24 V Dc

83

Steady voltage 24 V Dc
Vin V Dc W max. (mm)
& ZLA/401365 220+240VAC 24 V Dc 75 180 X 52 X 30
'
~
Tension stabilisée 12 V ou 24 V Dc
s g Constante spanning 12V of 24 V Dc
f Steady voltage 12 V or 24 V Dc
Vin V Dc W max. (mm)
RN9175 220+240VAC 12 V Dc 100 230 X 51 X 40
{ / PTDC/100/B 220+240VAC 12 V Dc 60 180 X 52 X 30
\(, 24V Dc 100
Courant constant
Constante stroom
Steady current
Vin mA W max. (mm)
PTDCC/3/350 220+240V AC 350 3 40 x 42 x 21
Courant constant
g Constante stroom
'/”/‘{,? S Steady current
s
BT Ve
':/:\ - Vin mA out W max. (mm)
@
P et ZLA/401243 220+240V AC 350 mA 6 49 x 41 x 21
ZLA/401344 220+240V AC 700 mA 6 49 x 41 x 21
Courant constant
Constante stroom
Steady current
Vin mA W max. (mm)
RN1398 220 +240 V AC 350 14 @72 X 24
500 20
700 22




LED

ALIMENTATION LED - LED TRANSFORMATOR - LED POWER SUPPLY LED

Courant constant
Constante stroom

Steady current

Vin mA W max. (mm)
PTDCCL/10/700 220+240VAC 700 10 22 x 144 x 22
Bande led flexible
Reep led buigzaam
Flexible led strips
L. (m) I. (mm) V Dc W max. Ke
LEDFL24-12 5 8 12 24 3000
LEDFL72-12 5 8 12 72 3000
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BALLAST

Ballast électronique 220 + 240 V
Elektroniesche ballast 220 =+ 240 V
Electronic ballast 220 = 240V

A w Dimension - afmetingen - dimension
BT81/M/B 0,09 + 0,24 15 + 58 30x357x28,5 (mm)
BT82/M/B 0,18 - 0,48 2x15 + 2x58 30x357x28,5 (mm)
T lampe - rt lamp - f lam
BT81/M/B

TYPE OSRAM PHLIPS w SOCKET
T8 L TD-L 15% G13
T8 L TD-L 18 G13
T8 L TD-L 30%* G13
T8 L TD-L 36 G13
T8 L TD-L 38* G13
T8 L TD-L 40* G13
T8 L TD-L 58 G13
TC-L DULUX L PL-L 18 2G11
TC-L DULUX L PL-L 24 2G11
TC-L DULUX L PL-L 36 2G11
TC-L DULUX L PL-L 40 2G11
TC-L DULUX L PL-L 55 2G11
TC-F DULUX F 18 2G10
TC-F DULUX F 24 2G10
TC-F DULUX F 36 2G10

BT82/M/B

TYPE OSRAM PHLIPS w SOCKET
2xT8 L TD-L 15% G13
2xT8 L TD-L 18 G13
2xT8 L TD-L 30%* G13
2xT8 L TD-L 36 G13
2xT8 L TD-L 38* G13
2xT8 L TD-L 40* G13
2xT8 L TD-L 58 G13
2 x TC-L DULUX L PL-L 18 2G11
2 xTC-L DULUX L PL-L 24 2G11
2 x TC-L DULUX L PL-L 36 2G11
2 xTC-L DULUX L PL-L 40 2G11
2 x TC-L DULUX L PL-L 55 2G11
2 xTC-F DULUX F 18 2G10
2 x TC-F DULUX F 24 2G10
2 x TC-F DULUX F 36 2G10
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